Passat 
1 Battery discharges 
1.1 (Current draw suspect) 


1.1.1 Test condition: Battery voltage OK. 
1.1.2 Possible causes of battery drain: 


+ corroded and dirty contacs (connectors) 

+ bare wires (stripped insulation) 

@ internal short circuits in components: 

1.1.3 For troubleshooting is required: 
@ Multimeter Fluke 83 

+ Connector Test Kit VW 1594: 


+ Valid wiring diagram 


Troubleshooting 
Procedures 


Checking battery discharge current 


- Disconnect battery ground strap 


- Connect an ammeter (large:measuring range) between battery negative terminal and ground strap 


- Switch OFF all electrical consumers (e.g. radio, interior light) 
- Adjust meter measuring range until a readable indication is given 


Current draw max. 25 mA 


Current draw above 25 mA 


Check battery > Rep. Group 27 


- Disconnect the various circuits by removing the fuses one after the other 


Current draw max. 25 mA 


Current’draw above 25 mA 
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Passat 


Locate malfunction in circuit and repair as 
necessary 


Troubleshooting 
Procedures 


If no problems are fourid in fused circuits, 
disconnect wiring from non-fused components 
such as generator, starter, ignition system, 
instrument cluster. 
Troubleshooting according to wiring diagram. 
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